
Datasheet 
Overview Mainframe racks 
Page 3/4 

Mainframe racks for 19” 
Temperature controllers  

 

NOLDEN REGELSYSTEME GMBH  
Gewerbegebiet Am Tonschuppen 2 
53347 Alfter-Volmershoven 

 
Tel.: 0049-228-644856    E-Mail:     info@nolden-regler.de 
Fax: 0049-228-640309    Internet:   www.nolden-regler.de 

 
All rights reserved 
Revision: 11/2010 

 

 

 
    12- zones-unit RG 1235 
 
    
 
 
 
 
 
 
 
 

 
   18- zones-unit RG 1845 
 
                

 
      Controller positions and connections 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Connection of heating and thermocouples following NR-standard pin 
assignment or customer requirement (see list of available 
assignments), Datasheet RG1235 available 

 
     Controller positions and connections 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Pin assignment see previous types 

Technical data 
Mains voltage 3x230/400V, 48-63Hz, 32A, 22,0kW 3x230/400V, 48-63Hz, 42A, 28,9kW 
Nominal output 12x2,85kW/12,5A 18x2,85kW/12,5A 
Connection Heating / TC 2 x 24-pin  standard connector 3 x 24-pin  standard connector 
Alarm output 5-pin connector 5-pin  connector 
Dimensions (WxHxD) 510x300x320mm 510x475x420mm 
Weight (w/o controllers) 15,0kg 27,0kg 
Colour RAL 7030 RAL 7030 

12

3

7

X15
X14

1

5

2

6

04 Al.

8 9 10

I

11

X21

X22
X20

12

3 4

1 2

11

75 6 98

Al. 0

1513 14 1716

10

I

18



Datasheet 
Overview Mainframe racks 
Page 4/4 

Mainframe racks for 19” 
Temperature controllers  

 

NOLDEN REGELSYSTEME GMBH  
Gewerbegebiet Am Tonschuppen 2 
53347 Alfter-Volmershoven 

 
Tel.: 0049-228-644856    E-Mail:     info@nolden-regler.de 
Fax: 0049-228-640309    Internet:   www.nolden-regler.de 

 
All rights reserved 
Revision: 11/2010 

 

 

 
    24- zones-unit RG 2445 
 
 

 
   30- zones-unit RG 3060  
 
 
                 

 
      Controller positions and connections 
 
 

 
      Controller positions and connections 
 
 
 
 
 
  
        
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 

Technical data 
Mains voltage 3x230/400V, 48-63Hz, 42A, 28,9kW 3x230/400V,48-63Hz, 55A, 37,9kW 
Nominal output 24x2,85kW/12,5A 30x2,85kW/12,5A 
Connection Heating / TC 4 x 24-pin  standard connector 5 x 24-pin  standard connector 

Alarm output 5-pin  connector 5-pin connector 
Dimensions (WxHxD) 510x655x420mm 510x840x420mm 
Weight (w/o controllers) 37,0kg 45,0kg 
Colour RAL 7030 RAL 7030 
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